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Mirror adhesive tape, Type: 4952

Order data

Order number 083783 4952

GTIN 4042448811820

Item class 08M

Description

Version:
tesafix® 4952 is a double-sided PE foam adhesive tape with acrylate adhesive. Forms a
permanent strong bond with high tack. High tensile and shear strength, resistant to high
temperatures and ageing. Ideal for attaching mirrors.
Application:
For permanently attaching or mounting components in indoor areas on smooth surfaces.
Note:
The specified “best before” date for tesa® products is in relation to compliance with the specified
storage guidelines.
Adhesive: Modified acrylate
Length: 10 m
Width: 19 mm
Thickness: 1.15 mm

Technical description

Thickness 1.15 mm

Length 10 m
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Manufacturer's designation 4952

Colour white

Width 19 mm

Backing material PE foam

Type of adhesive tape double-sided

temperature-resistant up to 80 °C

Storage temperature 15 - 35 °C

Special features resistant to chemicals

Special features moisture-resistant

Special features UV-resistant

Special features shear-resistant

Stretch capability 200 %

Adhesive Modified acrylate

Material of covering Paper

Storage humidity 50 - 70 %

Application Attaching

Application Assembly

Adhesive strength on steel 6.5 N/mm

“Best before” date 12 month

Type of product Adhesive tape
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