
Data sheet

TextFlow 12

Inspection endoscope with probe semi-rigid, ⌀ 8.5 mm, Probe length: 1000
mm

Order data

Order number 492930 1000

GTIN 4045197511829

Item class 42L

Description

Version:
Base unit with 2.4 inch LCD display and 1 m long semi-rigid probe (⌀ 8.5 mm, direction of view
0°). Sturdy watertight probe head (IP67) of stainless steel with 6 dimmable white LEDs. Zoom
mode (1.5×), automatic anti-glare correction (AGC) on metal surfaces, mirror mode. AV output for
transmission to VDU display.
Supplied with:
1× probe No. 492936 size 1000 (IP67), carrying case, screw-on probe mirror (90°), magnet, hook
and 4batteries No.081551 sizeLR6.
Camera resolution: 320×240 px
Display resolution: 320×240 px
depth of focus when focussed: 16 – 60 mm
Operating temperature: 0 - 50 °C
Weight: 0.43 kg

Technical description

depth of focus when focussed 16 – 60 mm
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Display resolution 320×240 px

Width 94 mm

Length 210 mm

Weight 0.43 kg

Height 58 mm

Probe length 1000 mm

Camera resolution 320×240 px

Operating temperature 0 - 50 °C

Number of batteries contained 4

Article no of the battery / rechargeable battery fitted 081551 LR6

Power supply Battery-powered

Probe ⌀ 8.5 mm

Type of product Video endoscope

Accessories

Alkaline-manganese batteries  International size LR6 081561 LR6

Endoscope probe, semi-rigid  Probe length 1000 mm 492936 1000

Endoscope probe, semi-rigid  Probe length 1000 mm 492934 1000

Endoscope probe, flexible  Probe length 2000 mm 492938 2000

Alkaline-manganese batteries  International size LR6 081556 LR6
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