
Data sheet

TextFlow 12

Pin punch set in a plastic clip, standard quality, Number of pin punches: 6

Order data

Order number 747200 6

GTIN 4049002027246

Item class 73U

Description

Version:
Sturdy octagonal shank with cylindrical shaft. Uniformly through hardened over the entire
length. Head specially annealed to prevent splintering. Actual ⌀ 0.05 - 0.5 mm less than
nominal ⌀, prevents the pin punch jamming in the hole.
Standard:
Geprüfte Sicherheit nach DIN 7255.
Material:
Standard quality of chrome vanadium air hardening steel, painted.
Content:
1 each pin punch: 2; 3; 4; 5; 6; 8 mm

Technical description

Number of pin punches 6

Accessories
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Pin punch, standard quality, painted  Point ⌀ D 4 mm 747000 4

Pin punch, standard quality, painted  Point ⌀ D 6 mm 747000 6

Pin punch, standard quality, painted  Point ⌀ D 2 mm 747000 2

Pin punch, standard quality, painted  Point ⌀ D 8 mm 747000 8

Pin punch, standard quality, painted  Point ⌀ D 5 mm 747000 5

Pin punch, standard quality, painted  Point ⌀ D 3 mm 747000 3

© Hoffmann GmbH Qualitätswerkzeuge 24.02.2021 22:49 2/2


